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Can be used to transfer clean water or other liquids similar to 
water in physical and chemical properties

Heating systems where night setback is desired
Heating systems where the differential pressure of the pump is 

Heating systems where requires a fully automatic adjustment of 

Pressure boosting of water heaters
Circulation and pressure boosting of domestic water

Compact design with perfect integrated control unit

Noryl impeller with heat resistant up to 150°C
99% alumina ceramic shaft
Liquid temperature: 2°C to 110°C

Insulation class: H
Protection class: IP42
99% alumina ceramic bearing
Copper winding

LEO Circulation Pump
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Techncial DataFunction Introduction

Model Voltage /Frequency 
(V/Hz)

Max.Flow 
(m3/h)

Max.Head
(m)

Power
(W) Inlet/Outlet Pipe Size

(inch)
G.W.
(kg)

Packing Size
(mm)EEI
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A R P X X -40 curves（Q -H、Q -P 1）applies to the follow ing m odels：

                A R P 15-40/130、AR P 20-40/130、AR P 25-40/130、AR P 25-40/180、AR P 32-40/180 

A R P X X -40  Q -H A R P X X -40  Q -P 1

Performance Curve
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Night mode indicator

Start up/ Turn off night mode button

Auto operation indicator

CP2 indicator
CP1 indicator
PP2 indicator
PP1 indicator

Start / Toggle operation mode button
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Speed Ⅰ
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A R P X X -50 curves（Q -H、Q -P 1）applies to the follow ing m odels：

           A R P 15-50/130、AR P 20-50/130、AR P 25-50/130、AR P 25-50/180、AR P 32-50/180

Performance Curve

A R P X X -60 curves（Q -H、Q -P 1）applies to the follow ing m odels：

           A R P 15-60/130、AR P 20-60/130、AR P 25-60/130、AR P 25-60/180、AR P 32-60/180

Dimension

Materials Table
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Pump body

Pump body inset

Body gasket

Impeller 

locking

Check ball

Pump support cover

Thrust bearing

Thrust bearing rubber mat

Thrust bearing adjusting mat

Rotor 

Back bearing adjusting mat

Can brg asm

Can brg asm seal

Motor stator with winding

Housing 

Cable outlet nut

Terminal cover

Terminal box

HT200/AISI304

06Cr19Ni10

Silicon rubber

PPO

06Cr19Ni10

Silicon rubber

Graphite 

Silicon rubber

Silicon rubber
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